EASY ASSEMBLY 


ASSEMBLING THE MOP 

1. ATTACH BOTTLE HOLDER 

Push the bottle holder down onto the 
mop head until it clicks in place. 

2. ATTACH MIDDLE POLE SEGMENT 

Twist either end of the middle pole 
segment into the bottle holder, turning it 
clockwise until the pole locks in place. 

3. ATTACH HANDLE 

Twist the handle section onto the rest 
of the mop and turn it clockwise until 
the handle locks in place. 



ATTACHING THE FLOOR CLEANER BOTTLE 

Always use ReadyMop™ brand Floor Cleaners in the Clorox™ 
ReadyMop™ Mopping System. Use of any other cleaning solution may 
cause clogging or other damage to the Mopping System and may void 
your warranty. 


WARNING: While removing or attaching nozzle, hold rr 
falls, fingers may be pinched in opening on mop head. 


ely to prevent it from falling. If pole 




4. ATTACH BOTTLE 
CONNECTOR 

Remove the cap from the new 
bottle; then tightly screw the bottle 
connector to the bottle. 


5. THREAD NOZZLE 

Pass the nozzle through the 
opening on the mop head. 



6. ATTACH NOZZLE 

Slide the nozzle onto the front of 
the mop head. 


7. INSERT BOTTLE 

Insert the bottle upside-down into 
the bottle holder with the front label 
facing out. Push down until the 
bottle clicks in place. 
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ATTACHING THE ABSORBENT CLEANING PAD 

For best results, start with a fresh new Clorox™ ReadyMop™ 
Absorbent Cleaning Pad before each cleaning. 




8. SET MOP ON PAD 

Place the pad on the floor 
(printed side facing up); then 
place the mop head on the 
center of the pad as shown. 


9. ATTACH PAD 

Push the pad into each of the 
four grippers. 


e of pads in the toilet. 


